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interference to any receiver required
by statute or treaty.

(b) The electromagnetic field from
receivers required by statute or treaty
must not exceed the following value at
a distance over sea water of one nau-
tical mile from the receiver:

Frequency of interfering emissions

Field inten-
sity in

microvolts
per meter

Below 30 MHz ..................................................... 0.1
30 to 100 MHz ..................................................... .3
100 to 300 MHz ................................................... 1.0
Over 300 MHz ..................................................... 3.0

or

Deliver not more than the following
amounts of power, to an artificial an-
tenna having electrical characteristics
equivalent to those of the average re-
ceiving antenna(s) use on shipboard:

Frequency of interfering emissions

Power to
artificial

antenna in
microwatts

Below 30 MHz ..................................................... 400
30 to 100 MHz ..................................................... 4,000
100 to 300 MHz ................................................... 40,000
Over 300 MHz ..................................................... 400,000

§ 80.219 Special requirements for nar-
row-band direct-printing (NB–DP)
equipment.

NB–DP and data transmission equip-
ment installed in ship and coast sta-
tions before October 1, 1990, that oper-
ates on the frequencies in the 4,000–
27,500 kHz bands must be capable of op-
eration in accordance with the tech-
nical requirements of either CCIR Rec-
ommendation 476 or CCIR Rec-
ommendation 625 and may be used in-
definitely. Equipment installed on or
after October 1, 1990, must be capable
of operation in accordance with the
technical requirements of CCIR Rec-
ommendation 625. NB–DP and data
transmission equipment are addition-
ally permitted to utilize any modula-
tion, so long as emissions are within
the limits set forth in § 80.211(f) and the
equipment is also capable of operation
in accordance with CCIR recommenda-
tion 625.

[62 FR 40306, July 28, 1997]

§ 80.221 Special requirements for auto-
matically generating the radio-
telephone alarm signal.

(a) Each device for automatically
generating the radiotelephone alarm
signal must be capable of being dis-
abled to permit the immediate trans-
mission of a distress call and message.

(b) The device must comply with the
following requirements:

(1) The frequency tolerance of each
tone must be ±1.5 percent;

(2) The duration tolerance of each
tone must be ±50 milliseconds;

(3) The interval between successive
tones must not exceed 50 milliseconds;
and

(4) The amplitude ratio of the tones
must be flat within 1.6 dB.

(c) Devices installed on or after Janu-
ary 1, 1983, must comply with the fol-
lowing requirements:

(1) The frequency tolerance of each
tone must be ±1.5 percent;

(2) The duration tolerance of each
tone must be ±10 milliseconds;

(3) The interval between successive
tones must not exceed 4 milliseconds;

(4) The amplitude ratio of the tones
must be flat within 1.6 dB;

(5) The output of the device must be
sufficient to modulate the associated
transmitter for H2B emission to at
least 70 percent, and for J2B emission
to within 3 dB of the rated peak enve-
lope power;

(6) Light from the device must not
interfere with the safe navigation of
the ship;

(7) After activation the device must
automatically generate the radio-
telephone alarm signal for not less
than 30 seconds and not more than 60
seconds unless manually interrupted;

(8) After generating the radio-
telephone alarm signal or after manual
interruption the device must be imme-
diately ready to repeat the signal;

(9) The transmitter must be auto-
matically switched from the stand-by
condition to the transmit condition at
the start and return to the stand-by
condition at the conclusion of the ra-
diotelephone alarm signal.
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